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OTTO HOHNER 
MASCHINENFABRIK 
72 TUTTLINGEN 


Westdaulschl,, Hest Garmany/Allemagna Ore, Alemania Occ, 


Telegramm: HOHNER 
Telefon: (074 61} 2684 


WORKING INSTRUCTION 
for the 
STON PRESS "HOHNER - DIN A 5" 


” Sere Ghade Wit Wisse vecdssusasae 6 172” x9 1/4" (16,5. = 23,5 0m) 

Maximum sheet S1Ze wesceescceseces 7 1/1"x101/4" (16,0 = 26,0 cm) =a 
Sine Of platen sssececcosesesesios 7 1/16"x 10 4" (18,0 x 26,2 em) 
Horking and sheet feeding ty hand 

Akverage output without. automatic jit (deliverer) atout 1000 printa per hour 
with automatic fit (deliverer) .o.eececncsecoess Bp ta 2000 prints nea oe 


Finished measurements of distrituéting roller and inking rollers: 
(Gutside diameter 32 mm / spindle diemeter 10 mm / working width 265 mm 


Agcessoriess 

set of rutter rollers with runners, 1 set of tare roller spindles, 
i feed toard, 1 large and 1 small gripper, 2 ehases, 2 blanket rods, 
wrench, swew driver , oilcan. 
With models HOBQ-III and HOBO-IV moreover: 
lL delivery tox, 1 adjustable side merk and 1 fixed side mark. 
‘Roller mould deliverable et extra calculation. 
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HONNER-Boston Presses DIk A 5 are constructed in 4 types 





HOBO<I without ink duct, without automatic fit G@eliverer}. 
2 inking rollers, inking of the disk with hand roller. 
Manual delivery. 
HOBO-II with ink duct, without automatic jit (deliverer). A 
2 inking rollers, 1 distritutingroiler. Automatica inking. 
Manual delivery. 
HOBO-Ill without ink @uct, with automatic jit (deliverer). 
2 inking rolliers.Inking of the disx with hand roller. 
Automatic delivery. 
HOBO<IV with ink @uct and with automatic jit (deliverer) 
2 inking rollers, 1 distrituting relier, Automatic inking 
and deiivery. 
Supplementary complements of types HOBO-I/-II/s{1I referring to ink duct 
ar auteometic jit fdeliverer) are possitie. 
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Princed matters of tirths, deaths, and merriages, sheets of note-paper, 
envelopes, postcards, visiting cards, letelis, forms, inserticns, propa- 
ganda articles ete. Light punching-, coid embossing- and notening work 
ig aiso possitie, but fr 
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€ platen surface must te protected by # steel- 
or brass-plate or in a similar way. 


soi Eee 


Putting into service 
After removing the outer packing it is necessary to control the whole 
contents as to eventual damages ty transport and completeness of the 
accessories. You have to wive the grease with rags soaked in petroleun 
pull off the rustproof varnish or, if necessary, detach carefully with _). 
nitro-dilution. all the lubricating points must te lutricatec. 


As an underframe are well suitatle cur stable special tables (working 
board natural teech, feet of gray cast iron farnished like the machine}. 









The Piaten Coating 

in the normal case is to te 1 mm strong, smccth, tight, and not too soft, 
it may amount to atout two sheets of glazed printing paper and two sheet: 
of vostcard caritoard. The cardtoard sheets are to te somewhat smaller 
than the platen, whereas thepaper sheets must project of the upper- 

and lower edge of the platen so that a jamming atove and down at the 
pisten torders is possitle. 


The Inking Apparatus 
consists of: 


Ink duct (eolour tox) with roller 
1 distrituting roller/rumners 36 mm diamete 
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r) only types HOBO-iT 


2 inking rollers / runners 32 mm diameter. 


From the colour box roller on the spreading plate the colour is tra: 
mitted ty the distributing roller. The two inking rollers (which to- 
gether with the distribtutingroller have also the function of spreadi. 

the colour) carry the colour which is uniformly delivered ty the 
spreading plate (whieh is rotating} over the composition. With the tyr 
HOBO-I and III (without colour tox and distrituting roller) the spree-~ ~ 
ding piate is inked ty a hand roller. 


The Runner Borders 

are adjustatle. In such a way differences which eventually ocaur in the 
diameter of the inking rollers may te compensated. Furthermore the 
runner torders must te adjusted also with changes of the height types. 


The Printing Strength 

or the distance from the printing tase 
to the inner surface of the platen 

in perallel position is adjustable ty 
the four regulating screwe which are 
arranged in 2a rectangular way at the 
eutside of the platen. 








tested method: 
1) print the coating 
2) adjust the side mark as well as eventually "pans" which are 


employed as lower arrangement according to the letter-—proof 
on the coating. 
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3) Set the gripper. With very light printing matter, eventually . 
small] letels, in comrination with the employment of the autome 
jit (deliverer), it may te useful for a good issne to stretch . 
thin rutter ring of packing araund the grippers, a few miliime- 
terse telow the upper sheet edge. _: 
The Automatic Sheet Deliverer 
ig, according te its. construction, not suitatle for every printing matter. 
It is possitlie to disconnect it ty putting up or turning over the lever 
cateh at the hand lever. 






The collecting tox must te fixed in such a way that the ejected sheets 
etc. are exactly put in the corner cf the collecting tox. With larger 
issnes the tox must either te emptied several times or te adjusted in 
its positicen. 


ErSatzteile Blatt: 4 
ft. BoStompresse BS eee 
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GelenkKsttick 






B5/14\0H0O16 
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GreiferSchiene 











GreiferKurve 


B5/24\0H 022 
| Grephulsenstern B5/92\0Hoto Oy 


Hebelsperrklinke |B5/36 GAS) 
Bund schraubenbolzen Seas. ~ 
B5/78 |\0H 079 
(-<s 
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Gleifhahn 


Groner TiSchhalter 
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Ersatztelle 
{ BoStonpresse B 


Blof 3 : 
Lidie bPS46At Gu | 
Bioh:7-é 
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|| Bezwrcnnung ——LPeicng mepeaenn | SKinze 

















pews erhebel 


[3 Auswerferrolle 























Greifer Sthmal \B5/25 
fes} 
SeitenSchiebemarke 
verStellbar 


Zugstange f 


Aleines Walzenlager 





Zugsionge ft. 
gropes Walzeniager 





Walzenspinde! 


Uruck feder 
£ Buswerferbockchen 
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ErSatzteile 
idté besteht aus 
| esza| _f. BoStonpresse BS Biot: 1-6 
Voce] = SKizze 








Bezerthnung Wr 


et Bolz PM 2.Fangernasten |B5/52,I 


Buchse z.Fingerkasten |B 
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Dolzen 2. Fanger 


Buchse 2. Fanger B5/52,1E 


Anlegetisch BS/95 


Fangerkasten 


fanger B5/97 
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2Walzenlager \B5/100\ 0Ho4s 
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